DEPARTMENT OF PROCUREMENT SERVICES

VMEMORANDUM

Date: June 23, 2606

To: Cheri Heramb, Acting Commissioner
Department of Transportation

Attn: EA0 (Juinones
/ AY
From: / v
arkarTA. Lutnpkin
Chief Procupernent Officer
Re: Emergency Purchase Authorization

Pursuant to Section 2-92-644 of the Municipal Purchasing Act, I am authorizing you to make
an Operational Emergency purchase for ‘Detectable Warning Panels, Warning Surface
System for Ramps for People with Disabilities’ from Chicago United Industries, Ltd, Based
upon information received from members of your staff, 1 have determined that this
procurement is necessary to meet a bona fide operating emergency.

You are hereby authorized to purchase ‘Detectable Warning Panels, Warning Surface System
for Ramps for People with Disabilities’ in the amount of $194,520.00 as requested in your
letter dated June 22, 2006. Any amount in excess of the $194,520.00 approved herein will be
subject to additional authorization and will be limited so as not to exceed the $250,000.00

limit established by statute.

cc: Barbara A. Lumpkin

Douglas Yerkes

Lourdes Nur

Claude Humphrey

Lorel Blameuser
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City of Chicago
Richard M. Daley, Mavor

Department of Transportation

3§ North LaSalie Street
Suite 1100

Chicago, Hlinois 66602-2570
(312) 744-3600

(312) 144-215(TTY)

www cityofchicage.org/transportation

Ot

NEI
;

B>

: 3
.k -
af i | LSS T

“ .“-‘q i3 'I?

BUILBING CHICAGG FOGETHER

June 22, 2006

Barbara Lumpkin

Chief Procurement Officer
Department of Procurement Services
121 North LaSalle Street — Room 403
Chicago, Hlinois 60602

RE:  E-Z Set Detectable Warning Panels, Warning Surface System for Ramps
for People with Disabilities.
rx: Q¢

Dear Mrs. Lumpkin:

The Department of Transportation, Division of In-House Construction is
requesting an emergency purchase of E-Z Set Detectable Warning Panels

not to exceed $194,520.00. This amount should satisfy CDOT’s, Division of In-
House Construction for Detectable Warning Panels for approximately 650
handicap accessible comers.

Currently the Department of Transportation is the defendant in a Federal Court
lawsuit brought on by the Council on Disability Right for noncompliance with
the Americans with Disabilities Act Guidelines. Accordingly CDOT have
implemented an ADA Sidewalk Ramp/Curb Cut Program to comply with the
guidelines. Without the panels CDOT is not in compliance with American with
Disabilities Act. creating a hazardous condition in the public way.

CDOT’s Division of In-House Construction inventory level for Detectable
Warning Panels is under 75 with no additional panels to be delivered and no
other means to purchase. Without the ADA panels CDOT must choose to:

1. Stop working on the Aldermanic Curb and Gutter, Sidewalk projects, and
311 Requests until the proper material can be placed.
2. Fill the street corners with gravel.
3. Pour the corners flush with concrete and later breakout and redo the work
with the panels when they are available.
4. Omit those corners from the scheduled work and retumn later to the
corners.
None of these are desirable from the construction view. It slows our work,
increases the costs on a citywide level, and we cannot achieve the schedules for
completion.

The Department of Transportation is waiting the Department of Procurement
Services to award a contract for E-Z Set Detectable Warning Panels to be used
on Ramps for People with Disabilities. Presently no contract exists to purchase
this item.

CDOT’s request for E-Z Set Detectable Warning Panels is based on the enclosed
price quote from Chicago United Industries. CDOT recommends that this
emergency purchase be awarded to Chicago United Industries.

If additional information is required, please contact Lou Langone at 312-744-
5717. Your help in expediting our request at your earliest convenience will be
greatly appreciated.




Originated by:

ilbertc Quiniones
Deputy Commissioner

Division of Administration

Reviewed by: Lou Langone (i: ?z

ec: T. Powers W. Cheaks G. Quifiones
J. Bracewel] File

(SEE ATTACHMENTS)

Cheri Heramb

Acting Commissioner

T. Bymne

L. Langone



DETAILED SPECIFICATIONS
1. SCOPE
The Contractor must furnish and deliver Detectable Warning Panels of 2° x 2’
sizes, F.0.B., City of Chicago, Department of Transportation, in accordance
with all terms and conditions of this specification,

2. DETAILED SPECIFICATIONS

Supplier is to provide cast-in-place tactile panels and accessorizs as
produced by a single manufacturer for Cast In Place ADA detectable
warning paneis, which will be ordered on an as needed basis during
the contract period.

Panels must be designed to be installed in fresh poured concrete
sidewalk curb ramps.

The Americans with Disability Act Accessibility Guidelines
(ADAAG) require a detectable warning with a distinctive surface
pattern of domes detectable by cane of underfoot. The dome shaped
pattern will alert people with vision impairments of their approach to
streets, intersections and hazardous drop-offs.

The Americans with Disability Act Accessibility Guidelines
(ADAAG) requires these warning panels on the surface of curh Tamps,

which remove a tactile cue otherwise provided by curb faces, znd at
other areas where pedestrian ways blend with vehicular ways.

Federal Regulation #D0J 28 CFR Part 36 and the Tllinois Department
of Transportation Regulations Sections 1109.9 and 1109.9.1 require
that CDOT install truncated domes on all City of Chicago curbs radii.

Physical Properties for Polymer Concrete Panels

© Compressive Strength, psi 8,000-10,000
o Tensile Strength, psi 900-1500

© Modulus of Rupture, psi 2250-3000

© Modulus of Elasticity, psix 10-6 5.0-5.5

© Shear Bond Strength, psi 500-550

c  Water Absoprtion <1%

¢ Freeze Thaw Resistance 1600/0*

* - Number of Cycles % Weight Loss

Slip Resistance is as follows:
o Top of Dome Dry .76
o Top of Dome Wet 75
¢ Between Domes Dry 85
o Between Domes Wet .85



* Wear Resistance ~ 5000 Cycles - No Wear

¢ Impact Resistance — 160 inch pounds — %" indentation — 1o visible
cracking ,

s Water Absorption
© Average % Absorption 2 hr: 4.4
o Average % Absorption 24 hour: 4.7

¢ Freeze/Thaw Cycling
o Scycles
© No degradation or appearance change

¢ Salt Spray — 200 hours, No visible degradation, including spaliung,
cracking, or pitting Slight Spotting

* Chemical Stain Resistance:
@ 55 chemical, commercial and consumer products tested
©  Range: No effect to moderate attaining.

® Anchors and Subsytems
o Each GFRCC (GLASS FIBER REINFORCED CERAMIC
CEMENT) panel is to be attached to the supporting concrete
with a minimum of 4 ABS anchors in the top horizontzl plane
and in the preformed holes.

"”“‘"‘E__‘f T‘I"""';!n; Category Commodity Desc, UOM  Quantity
L 1 Goods [9134700000] 2x2 | _Ea [ 2000 |

3. FABRICATION

¢ Fabricate GFRCC warning panels complying with manufacturing and
testing procedures, quality control recommendations and following
dimensional tolerances unless otherwise indicated.

s Accurately construct forms mortar tight of rigid materials that will
result in finished GFRCC warning panels conforming to profiles, lines
and dimensional tolerances indicated within specified fabrication
tolerances, ‘

* Dimensional Tolerances of Finished Units: Overall height anc width
measured at face adjacent to molds at time of casting:

L. Length, width and height of unit: Plus or minus 1/16".



2. Angular deviation of plane of mold: 1/16” total,

3. Out of square (difference in length of two diagonal measurements)
1/8 inch

4. Skin thickness: Plus %" or minus 0

5. Architectural Facing Thickness: Plus 1/8 inch or minus 0

6. Tolerances of other dimensions not otherwise indicated: Plus or
minus 1/16”

Fabricate units straight smooth and true to size and shape with exposed
Edges and comers precise and square unless otherwise indicated.

GFRCC warning panels that are warped, cracked, broken, spaliad,
stained or otherwise defective will not be acceptable.

Provide ABS anchors necessary for securing GFRCC warning panels
to supporting concrete,

Fabricate GFRCC warning panels and provide exposed surface
finishes to match control sample.

Curing: Ensure sufficient strength for removing units from forra,
Mark each GFRCC Waming Panel to correspond to identification
mark on shop drawings. Mark each panel with casting date.
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